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The All New The All New   

Simply the most advanced model Simply the most advanced model 
helicopter on the market today!helicopter on the market today!  
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Overall Length 1397 mm 

Overall Height 476 mm 

Main Rotor Diameter Up to 1600 mm 

Tail Rotor Diameter Up to 309 mm 

Blade Lengths Supported 680-710 mm 

T/R Gear Ratio 4.66:1 

Collective Pitch Range 25 Degrees 

Total Weight - Approx 4.62 Kg/10.2 lbs 

Engine Specifications .75-.91 cu. In. 

Standard Gear Ratio 7.66/7.75/7.91:1 

Optional Gear Ratios  

   8.18:1  8.36:1  8.45:1 11 tooth pinion 

   7.25:1  7:50:1 12 tooth pinion 

Technical DataTechnical Data  

More Standard Features of the Fury Tempest FAIMore Standard Features of the Fury Tempest FAI   

FAI 

New CNC aluminum 
anti-rotation guide 

New heavy duty 2.6mm 
steel pushrods and new 
design ball links ensure 
the strongest swash-
plate control system  

New design 
clutch/driver as-
sembly uses 
22mm sealed 
bearing and 
threaded bearing 
blocks to prevent 
bearing pre-load 

New Design CNC 
aluminum bell-
cranks allow equal 
length swashplate 
pushrods and are 
part of the finest 
CCPM control sys-
tem available. 

New Drill Guide 
simplifies servo arm 
setup - for Futaba/
JR and compatible 
servos 



 

The XCell Fury Basic, Expert and Extreme models, have set the in-
dustry standard for quality, performance and value.  Now the stan-
dard is about to be raised again!  
 
     Introducing, the new   
 
 
Over 2 years in the making, we’ve created the most adaptable 
model helicopter available on the market today. Almost every as-
pect of the Tempest can be easily adjusted or tuned to your par-
ticular flying style.  
 
Gear ratios, head damping, bell mixer ratios, tail rotor output direc-
tion, positive or negative delta correction, leading or trailing edge 
main rotor blade control, flybar weights and flybar lengths are just 
some of the things that can be customized as you want and 
changed at any time. 
 
Almost every aspect of the model has been improved. Made from 
only the finest materials, the Tempest is incredibly strong and du-
rable and will continue to prove that the Fury line of models are the 
best value in the industry! 
 
Have you imagined yourself flying huge beautiful maneuvers just 
like the FAI champions? Well the Tempest is the machine for you.  
Its the most stable model we’ve ever built! Its stability in hover and 
tracking through graceful aerobatic maneuvers is unmatched!  

Copyright 2003 * Miniature Aircraft USA  Phone 352-383-3201 * Fax 352-383-3204 

Standard Features of the Fury Tempest FAIStandard Features of the Fury Tempest FAI  

All New Pro-3 Fly bar Paddles. Easily as-
sembled and allow for easy weight adjust-
ment at any time.  Thicker airfoil ensures 
smooth cyclic response. Weight ranges 
from 38 gms to 65 gms. 

Precision machined 
rotor head blocks 
ensure perfect 
alignment  

New Design Tempest Can-
opy with new frame mount 
points and four color decal 
striping kit 

New Design  
Front tail 
boom support 
system with 
33” Ultra Stiff 
tailboom 

All new CNC milled graphite 
frames offer improved servo posi-
tioning. 
 
4 bearing support for main shaft 
 
One piece lower main bearing 
block ensures perfect alignment of 
tail rotor drive gear 
 
New design clutch driver bearing 
block with larger sealed ball bear-
ing 
 
Gear ratios easily changed using 
ratio change kits 




